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Dimensioni

5400/6000 x 2300 mm

Porfata tecnica pianale

3000 kg

Verricello di tiro traslabile, capacita di
firo al primo strato di fune

3600 kg

Porfuta tecnica selle

2000 kg

Installazione

MIT75/8/9T
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Dimensions

5400/6000 x 2300 mm

Technical load-bearing capacity of

loading platform
3000 kg

Transversely mobile winch, towing

capacity at 1st rope |layer
3600 kg

Tecnhical lifing capacity of forks
2000 kg

Installation

GYW75/8/9T
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Plateau
Léinge 5400/6000 mm
Breite 2300 mm

Nutzast des Plateau
3000 kg

Hydraulische Winde auf 1. Seillage Seil
3600 kg

Technische Hublast der Hubbrille
2000 kg

Installation

Gesamtmasse 7,5/ 8/ 9T

Dimensions

5400/6000 x 2300 mm

Portée du plateau
3000 kg

Trevil de halage & déplacement latéral sur
glissiéres, force de halage au niveau de

la premiére couche de céble

3600 kg

Portée de panier de remorquage
2000 kg

Installation

MIT75/8/9T
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Dati & coratteristiche tecniche sono puramente indicativi e soggetti o modifiche - The fechnical dato and characteristics ore purely indicotive and subject to modifications.



